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of this section. You must submit this 
site-specific monitoring plan, if re-
quested, at least 60 days before your 
initial performance evaluation of your 
CMS. This requirement to develop and 
submit a site specific monitoring plan 
does not apply to affected sources with 
existing monitoring plans that apply to 
CEMS and COMS prepared under ap-
pendix B to part 60 of this chapter and 
which meet the requirements of 
§ 63.11224. 

(i) Installation of the continuous 
monitoring system sampling probe or 
other interface at a measurement loca-
tion relative to each affected process 
unit such that the measurement is rep-
resentative of control of the exhaust 
emissions (e.g., on or downstream of 
the last control device); 

(ii) Performance and equipment spec-
ifications for the sample interface, the 
pollutant concentration or parametric 
signal analyzer, and the data collection 
and reduction systems; and 

(iii) Performance evaluation proce-
dures and acceptance criteria (e.g., 
calibrations). 

(iv) Ongoing operation and mainte-
nance procedures in accordance with 
the general requirements of 
§ 63.8(c)(1)(ii), (c)(3), and (c)(4)(ii); 

(v) Ongoing data quality assurance 
procedures in accordance with the gen-
eral requirements of § 63.8(d); and 

(vi) Ongoing recordkeeping and re-
porting procedures in accordance with 
the general requirements of § 63.10(c) 
(as applicable in Table 8 to this sub-
part), (e)(1), and (e)(2)(i). 

(2) You must conduct a performance 
evaluation of each CMS in accordance 
with your site-specific monitoring 
plan. 

(3) You must operate and maintain 
the CMS in continuous operation ac-
cording to the site-specific monitoring 
plan. 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.11210 What are my initial compli-
ance requirements and by what 
date must I conduct them? 

(a) You must demonstrate initial 
compliance with each emission limit 
specified in Table 1 to this subpart that 
applies to you by either conducting 
performance (stack) tests, as applica-
ble, according to § 63.11212 and Table 4 

to this subpart or, for mercury, con-
ducting fuel analyses, as applicable, ac-
cording to § 63.11213 and Table 5 to this 
subpart. 

(b) For existing affected boilers that 
have applicable emission limits, you 
must demonstrate initial compliance 
no later than 180 days after the compli-
ance date that is specified in § 63.11196 
and according to the applicable provi-
sions in § 63.7(a)(2). 

(c) For existing affected boilers that 
have applicable work practice stand-
ards, management practices, or emis-
sion reduction measures, you must 
demonstrate initial compliance no 
later than the compliance date that is 
specified in § 63.11196 and according to 
the applicable provisions in § 63.7(a)(2). 

(d) For new or reconstructed affected 
sources, you must demonstrate initial 
compliance no later than 180 calendar 
days after March 21, 2011 or within 180 
calendar days after startup of the 
source, whichever is later, according to 
§ 63.7(a)(2)(ix). 

(e) For affected boilers that ceased 
burning solid waste consistent with 
§ 63.11196(d), you must demonstrate 
compliance within 60 days of the effec-
tive date of the waste-to-fuel switch. If 
you have not conducted your compli-
ance demonstration for this subpart 
within the previous 12 months, you 
must complete all compliance dem-
onstrations before you commence or 
recommence combustion of solid waste. 

§ 63.11211 How do I demonstrate ini-
tial compliance with the emission 
limits? 

(a) For affected boilers that dem-
onstrate compliance with any of the 
emission limits of this subpart through 
performance (stack) testing, your ini-
tial compliance requirements include 
conducting performance tests accord-
ing to § 63.11212 and Table 4 to this sub-
part, conducting a fuel analysis for 
each type of fuel burned in your boiler 
according to § 63.11213 and Table 5 to 
this subpart, establishing operating 
limits according to § 63.11222, Table 6 to 
this subpart and paragraph (b) of this 
section, as applicable, and conducting 
continuous monitoring system (CMS) 
performance evaluations according to 
§ 63.11224. For affected boilers that burn 
a single type of fuel, you are exempted 
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